Icopal Fisa tehnica

Quadro by Icopal

Date tehnice produs

Panta de montaj

Panta minima

15°

Panta maxima

90°

Dimensions

Dimensiunea efectiva a modulului (I x L)

1293mm x 419mm

Dimensiunea utila a modulului (I x L)

1250mm x 399mm

Acoperire 0,5 m? per modul (2 module per m?)
Grosime suport otel 0,75mm Standard

Tip protectie otel ZM250 g/m?

Greutate

Greutate per modul 36kg

Greutate per m? 72kg

Fixare

Numar elemente de fixare

3 per modul (6 per m?)

Suport rigle de lemn

Distanta intre riglele suport

399mm (suport otel zincat AlZn 150 g/mp)

Distanta intre contrasipci (max.)

Grosime minima rigle suport (recomandat)

600mm

38mm x 30mm (h x 1)

900mm 50mm x 30mm (h x 1)
1200mm 50mm x 50mm (h x 1)
Montaj

Consultati ghidul de instalare

Weather resistance

Rezistenta la expunere UV Colourfast

Nivel de zgomot (masurat la suprafata

sub actiunea ploii torentiale) Li=70dB
Ambalare Standard 0,75mm
Module pe palet 200 module
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Stratigrafie
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. Finisaj superior Qualicoat clasa 2

Primer poliuretanic
Zincare la cald ZM 250 g/mp

Suport otel 0,75 mm

Culori Icopal Quadro

Graphite (31)

Brick (35)

Mole Grey (41)

Black (71)

06/2017 = This information is given in good faith being based on the latest knowledge available to Icopal. Whilst every effort has been made to ensure that the contents of the publication are current while
going to press, customers are advised that products, techniques and codes of practice are under constant review and liable to change without notice.

lcopal SPRL Rue de Hermée 186, B-4040 Herstal, Belgium Tel: +32(0)42405151 Email:info.dgf.be@icopal.com www.decra.eu



