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Decra® Roman

Date tehnice produs

Culori Decra Roman

Rustique (12)

Terracotta (02)

Panta de montaj
Panta minima 15°
Panta maxima 90°

Dimensiuni
Dimensiunea efectiva a modulului (l x L) 1100mm x 375mm
Dimensiunea utila a modulului (l x L) 1052mm x 348mm
Acoperire 0,368 m2 per modul (2,72 module per m2)
Grosime suport otel 0,45mm standard
Tip protectie otel ZM250 g/m2

Greutate
Greutate per modul 2,71 kg
Greutate per m2 7,46 kg

Fixare
Tip elemente de fixare Se recomanda elemente de fixare Decra
Numar elemente de fixare 5 per modul (12 per m2)

Suport rigle de lemn
Distanta intre riglele suport	 348mm
Distanta intre contrasipci (max.) Grosime minima rigle suport (recomandat)
600mm 38mm x 30mm (h x l)
900mm 50mm x 30mm (h x l)
1200mm 50mm x 50mm (h x l)

Montaj
Consultati ghidul de instalare

Rezistenta in conditii atmosferice
Incarcare maxima cu zapada Pana la 1400 kg/m2

Rezistenta  la expunere UV Colourfast
Etanseitate pana la: Panta de 12° cu o intensitate a polii de 2 litri/m2  si 

o viteza a vantului de 14 m/sec
Nivel de zgomot (masurat la suprafata
sub actiunea ploii torentiale)          Li = 65 dB

Ambalare Standard 0,45mm
Module pe palet 250 module

Stratigrafie Decra®  

Roman

  Lac acrilic transparent

  Granule roca vulcanica

  Rasina acrilica nuantata

  Primer poliuretanic

  Zincare la cald ZM 250 g/mp

  Otel flexibil  DX 53 - 0,45 mm 


