METIGL /A FISA TEHNICA

smart covering. simply passion. TIGLA METALICA - PROFIL TECK

Caracteristici tehnice profil Teck

Material Tabla otel prevopsita
Grosimi disponibile (mm) 0.5
Clasa otel S$280GD | S 250 GD
Acoperire minima de zinc
(g Zn/m?) 275
Strat exterior de PUR MAT RAL 9005 e
acoperire vopsea (um)* 50 ) 1220,000 )
Ll Tioem
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Latime utila (mm) 1200 UH\H‘\ ‘ ‘ H H‘\‘H‘
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Greutate pe suprafata (kg/m?) ~4.5 “‘ “‘ H‘H i \‘MH H‘ ‘
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Lungime utild modul (mm) 370 I ‘\H\‘\H\‘H HH‘ mu i M\H‘H‘

1A 1 Il
Lungime totald modul (mm) 400 “ ‘\H‘ | ” ” ” ‘H U‘:“
Tnaltime cutd (mm) 5.5
Pants minim3 recomandats (°) 15 Valorile din sectiuni sunt exprimate in mm 370
*PUR MAT - Poliuretan Mat 2 f #

Tipul si structura otelului Estetic

Otel S 280 GD | S 250 GD cu strat de Zinc de 275 g/m?, in conformitate cu EN 10346
si EN 10143.

Greutate redusa

1 » Tabld otel .

2 » Strat de Zinc Adaptabil

3 » Strat de pasivare .

4 » Strat primar de protectie Montaj usor

5 » Strat de vopsea exterior = . ax
6 » Strat de vopsea interior Durata mare de viata

Produs sustenabil
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